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CLAIM AMENDMENTS 

Claims 1-43 (Cancelled) 

44. (Currently amended) A process for chemically modifying a hydrolizable polymer- 
containing textile article to improve resistance to pilling by: 

(a) Applying an effective amount of a branched chain amine to the surface of the article^ 
wherein the branched chain amine is selected from the onoup consisting of aliphatic 
amines, alkyl amines, and aliphatic substituted cyclic amines, and wherein the amine 
TOnta?ng b^twg^n 9 14 part^on atoms; 

(b) Heating the article; and 

(c) Optionally, dyeing the article. 

Claims 45 and 46 (Cancelled) 

47. (Currently amended) The process of claim 46 44» wherein the amine is a polyamine. 

48. (Currently amended) The process of claim 46 44, wherein the amine is a diamine. 

49. (Cun-ently amended) The process of daim 46 4^, wherein the alkyl amine is selected 
from the group consisting of IsodecyloxypropyH, 3-diaminopropane, lsododecytoxypropyl-1,3- 
diaminopropane and lsotridecyloxypropyI-1, 3-diaminopropane. 

50. (Original) The process of claim 44, wherein the amount of amine is between about 0.05 
and about 5.0 weight percent on weight of the article. 
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51 . (Original) The process of clarm 44, wherein the amount of amine is between about 0.1 
and about 1 .0 weight percent on weight of the article. 

52. (Original) The process of claim 44, wherein the amount of amine is between about 0.2 
and about 0.7 weight percent on weight of the article. 

53. (Original) The process of claim 44, wherein the amine is applied uniformly to the surface 
of the article. 

54. (Original) The product of the process of claim 44. 
Claims 55-59 (Cancelled) 

60. (Currently amended) A process for chemically modifying a hydrolizable polymer- 
containing textile article to improve resistance to pilling by: 

(a) Applying an effective amount of a branched chain amine to the surface of the article^ 
wherein the branched chain amine Is selected from the group consistinQ of aliphatic 
amines, alkvl amines, and aliphatic substituted cvclic amines, and wherein the amine 
contains between 8 and 14 carbon atoms : 

(b) Heating the article to a temperature between about 200 and 300 degrees F; 

(c) Maintaining the temperature from between about 5 and 60 minutes; 

(d) Cooling the article to a temperature between about 120 and 180 degrees F; 

(e) Rinsing the article with water and an acidic solution; and 

(f) Optionally, dying the article. 

Claims 61 and 62 (Cancelled) 
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63. (Currently amended) The process of claim 62- gfi, wherein the amine is a polyamine. 

64. (Cun-ently amended) The process of claim €2 60, wherein the amine Is a diamine. 

65. (Currently amended) The process of claim @2 QQ, wherein the alkyi amine is selected 
from the group consisting of lsodecyloxprDpyl-1,3-diaminopropane, lsododecyloxypropyl-1,3- 
diaminopropane and l$otridecylo)cypropyl-1,3-diaminoprGpane. 

66. (Original) The process of claim 60 wherein the amount of amine is between about 0.05 
and about 5.0 weight percent on weight of the article. 

67. (Original) The process of claim 60, wherein the amount of amine is between about 0.2 
and about 0.7 weight percent of the article. 

68. (Original) The process of claim 60, wherein the amount of amine is between about 0.2 
arKi about 0.7 werght percent of the article. 

69. (Original) The process of claim 60, wherein the amine is applied uniformly to the surface 
of the article. 

70. (Onginal) The product of the process of daim 60. 
Claims 71-75 (Cancelled) 
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76. (Currently Amended) A process for chemically modilying a hydrolizabie polymer- 
containing textile article to improve tlie resistance to pilling comprised of the steps of: 

(a) Applying an effective amount of a branched chain amine to the surface of the article^ 
wherein the branch_ejl_chain_amine.is_.$elec^^ group congistinq of aliphaLic 
amines. ail<:yl amines, and aliphatic substituted cyclic amines, and v^herein the amine 

(b) Heating the article to a temperature between about 200 and 425 degrees F; 

(c) Maintaining the temperature from between about 1 and 60 minutes; 

(d) Optionally, rinsing the article with water; and 

(e) Optionally, dyeing the article. 

Claims 77 and 78 (Cancelled) 

79. (Currently amended) The process of claim 78 76« wherein the amine is a polyamine. 

80. (Currently amended) The process of claim 78 7g, wherein the amine is diamine. 

81 . (Currently amended) The process of claim 78 76, wherein the alkyi amine is selected 
from the group consisting of lsodecy!oxypropyl-1,3-diaminopropane, lsododecyloxypropyl-1 ,3- 
diamrnopropane and IsotridecyloxpropyM.S-diaminopropane, 

82. (Original) The process of claim 76, wherein the amount of amine is between about 0.05 
and about 5.0 weight percent on weight of the article. 

83. (Original) The process of claim 76, wherein the amount of amine Is between about 0.1 
and about 1.0 weight percent on weight of the article. 
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84. (Original) The process of claim 76, wherein the amount of amine is between about 0.2 
and about 07 weight percent of the article. 

85. (Original) The process of claim 76, wherein the amine is uniformly applied to the surface 
of the article. 

86. (Original) The product of the process of claim 76. 
Claims 87-109 (Cancelled) 
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